- CATALOG NUMBER

TYPE

CIAD National Spec

__FEATURES AND BENEFITS

Swing action cam latches B>

Post-painted metal parts

>
Light seal standard )
Optional real wood trim B

) 2

Fully assembled

Eliminates light leak

Ready to install

Easy access with no tools needed

Durable, uniform finish; controlled
reflectivity eliminates hot spots

Coordinate or complement décor

WOOD TRIM_
O - Oak finisht
W - Walnut

tMinimums may
apply, consuit
factory

OUVER'/LENS

A 172" x 1/2" x 1/2" cell*

B -.125 polycarbonate

J - 3/4"x 3/4" x 1/2" 382
double wedge cell

K -.125 acrylic prismatic

244 -2x 4 232 -
484 - 4x 4 240 -

L-1/2"x1/2" x 3/8" 440 -
egg crate, white 632 -

P - Acrylic drop dish 832 -

Q-.125 RFI #12 840 -

S-11/2"x11/2"x1" cell*
U - .156 prismatic acrylic
W - Flat white acrylic

Y - A12 prismatic acrylic

_ORDERING INFORMATION

(2) 32W 48" T8
(2) 34 or 40W 48" T12
(3) 32W 48" T8
- {3) 34 or 40W 48" T12
- {4) 32W 48" T8
{4) 34 or 40W 48" T12
(6) 32W 48" T8
(8) 32W 48" T8
(8) 34 or 40W 48" T12

Six-lamp 2 x 4 available with side
mounted ballast.
8, 8 lamp available on 4 x 4 models.

Minimums apply.

*Specify finish in Special Feature
** Available with (2) 2 x 4 louvers, except SY which is (1) 4 x 4 lens

For additional information, see chart on pages 68-69.

Surface Box

SY, SA, SB, SJ, SK, SL,
SP, 8Q, SS, SU, SW

2'x 4', 4' x 4'

Housing: Durable high gloss powder coat
post paint finish (30% reflectance) over rust
inhibiting phosphate coat. Specify oak or
walnut stained wood trim. Flush white steel
door can be hinged from either side.
Knockouts provided.

Shielding: A variety of acrylic lens and
louvers available. Specular silver or gold
finishes available.

Electrical: Fully wired for 120V, 60Hz AC
operation, thermally protected, automatic
resetting, Class P, sound rated A, high-power
factor ballast, unless otherwise specified.
Flectronic T8 shall be instant start, <20%
harmonic distortion standard, specify suffix
UNV for <10% harmonic distortion. Specify
suffix UNV for universal voltage, 120 through
277V, 50/60Hz AC operation, Electronic T8
only. UL and C-UL listed.

Mounting: Surface or stem mount. Use
four stems per 2x4 or 4x4 unit. See page 67
for mounting accessories.

Critical Application: SIMKAR strives {o
offer the most current product designs and
value. Consequently, all SIMKAR products
are subject to redesign and revision. Critical

applications such as size, operating

temperature, or sensor operation should
be confirmed with the factory.

_ Example: SY244432B11SR120V.

BALLAST _ VOLTAGE
B11 - Electronic T8 120V
E1 - Energy Saving 277V
Magnetic T12 UNV - 120-277V

SPECIAL FEATURE
G - Specular gold
louver
S - Specular silver
louver
SR - Silver reflector,
see page 67
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Surface Box 2'x4' 4'x4

_ PHOTOMETRIC DATA, SY 4-32W 2 x 4 Model

CANDLEPOWER LIGHT GUIDE (T8 LAMPS AND ELECTRONIC BALLAST) COEFFICIENT OF UTILIZATION
Angle O 45 90 Area/fixture in sq.ft./lg. room, RC 80 70 50
o | 220 5290 3990 Footcandies good conditions - 8' to 10' ceilings gg’n 70 50 30 70 50 30 50 30
2x2 2-“U” g" 1x4 2-32W 2x4 4-32W
53289 3280 3289 35 79 72 149 1 797673 777572 7270
1513156 3211 3059 50 56 54 112 2 7368 64 7167 63 64 61
75 37 34 70
8 6 60 58 54
2512898 3040 3135 100 o8 57 56 3 68 81 56 6 55
. 208 2824 AVERAGE LUMINANCE LIGHT DISTRIBUTION 4 629549 6154 48 62 47
45( 1801 2024 . 2185. CD/SQ.M Zone Lumens %Lamp %Fixture | 5 O 4943 5648 43 47 42
5511166 1309 1406 Angle 0 45 a0 0-30 2618 23.0 320 6 53 44 38 52 43 38 42 37
651 655 608 712 45 3922 4408 4758 0-40 4975 375 503 7 49 40 34 48 39 34 38 33
55 3130 3514 3775 ’ '
ol ol aw o ma |0mo o wa o ms |
85 ! 2 9 75 2338 1773 2499 0-90 8173 7.7 100.0
80 18 15 23 85 2668 2339 3163 10 39 29 24 38 29 23 28 23

Lamps = (4) F32 T8 @ 2850 lumens ea. Input Watts = 102.2 LER =645 Test#03151 Ballast = Electronic 1/4 120V Ballast Factor = 80.6 S/MH: 0°=1.2; 80° = 1.3
Comparative yearly lighting energy cost per 1000 lumens = $3.72 based on 3000 hrs. and $.08 per KWH
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