mansfield

410
Cascade™

: S Half-Stall, Wash-Down, Vitreous China Urinal

Features

« Half-stall, wall-mount, wash-down urinal
with extended sides

« 18-3/8" x 26-7/8" x 14-3/4"

« 1.0 Gpf /3.8 Lpf

+ Integral trap

« Includes 3/4" top spud, 2" outlet spud, two

concealed hangers and bolts

- Available in White and Standard Colors:
Biscuit and Classic Bone
{Consult Price Book for specific colors)

+ Outstanding protection — The Mansfield®
limited lifetime warranty

« Complies with ADA requirements for Accessibility

410 Vitreous china half-stall, wash-down 60 Ibs. (27 kg)
{1.0 Gpf/3.8 Lpf) urinal. Fitted with 3/4" top

spud, 2" outlet spud including all gaskets, bolts

and washers. Mounting bracket included.

Less flushometer. Specify color.

Model 410
(Less flush valve)
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Half-Stall, Wash-Down, Vitreous China Urinal

Technical Information

Specifications
Material

Size

Water Usage
Inlet
Outlet

Shipping Dimensions

Shipping Weight
Warranty

Vitreous China
18-3/8" x 26-7/8"

(467 mm x 683 mmy)
1.0 Gpf /3.8 Lpf or less

3/4

2

Model 410
28" x 15-1/8" x 20-3/4"
(711 mm x 384 mm x 527 mm)

Model 410 - 57 1bs (26 kg)

Vitreous China -
Limited Lifetime

without prior notice.

These dimensions are nominal and are subject to change

Fixture performance and specifications meet or exceed,
ANSI/ASME An2.19.2 standards and CAN/CSA B4s.0
standards, and other state and local codes.
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Outlet Detail

2" {51 mm) N.P.S. Tap

NOTE: Outlet connection
2" female threads - protrude
1/2" past the urinal.
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ADA Installation

44" (1118 mm)
28-1/2" (724 mm)
14-1/2"(368 mm)
10-7/8" (276 mm)
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NOTE: Install this product according to the installation guide.
Fixture dimensions are nominal and conform to tolerances in ASME Standard A112.19.2

See our complete line of acrylic and vitreous china bathroom
fixtures, plastic tank trim and plumbing products.
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